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(57) ABSTRACT

The present invention relates to a catalyst component for
olefin polymerization, which comprises the reaction product
of at least one organo-magnesium compound, at least one
titanium-containing compound, at least one hydroxyl group-
containing compound, at least one chlorine-containing
organo-aluminum, boron, phosphorus or silicon compound,
and at least one polybutadiene block copolymer. The catalyst
component of the present invention has well-shaped particles,
and a narrow particle size distribution; a polymerization reac-
tion of olefins with the catalyst component produces well-
shaped polymer particles with a high bulk density (BD) and
an excellent comprehensive catalytic performance. The
present invention also relates to a preparation method for said
catalyst component and the application thereof, particularly
in the homopolymerization and copolymerization of olefins
such as ethylene, propylene, butene, hexene and octene.

32 Claims, 2 Drawing Sheets
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1
CATALYST COMPONENT FOR
POLYMERIZATION OF OLEFIN AND
PREPARATION METHOD

CROSS REFERENCE TO RELATED
APPLICATION

This application is a national phase application based on
PCT/CN2011/001389, filed Aug. 19, 2011, which claims the
priority of Chinese Patent Application Nos. 201010259608.8,
filed Aug. 19, 2010, 201010259614.3, filed Aug. 19, 2010,
201010259632.1, filed Aug. 19, 2010, 201010259648.2, filed
Aug. 19, 2010, 201010259366.2, filed Aug. 19, 2010,
201010259382.1, filed Aug. 19, 2010, 201010511365.2, filed
Oct. 19, 2010, 201010511375.6, filed Oct. 19, 2010,
201010511404.9, filed Oct. 19, 2010, 201010511306.5, filed
Oct. 19, 2010, 201010511310.1, filed Oct. 19, 2010, and
201010511337.0, filed Oct. 19, 2010, the contents of all of
which are incorporated herein by reference.

TECHNICAL FIELD

The present invention relates to a catalyst component for
olefin homopolymerization or copolymerization and a cata-
lyst comprising said catalyst component. The present inven-
tion also relates to the preparation method of said catalyst
component and its use.

TECHNICAL BACKGROUND

The polyolefin industry in the world has greatly developed
since the successful development of highly efficient catalysts
for polyolefin production in the 1970s. Over the past 20 years,
a considerable progress has been made in the catalysts indus-
try which is comparable with the development of the olefin
polymerization process. The highly efficient catalysts by vir-
tue of good polymerization performances and mature appli-
cation technologies still play an important role in the olefin
polymerization field. After many exploratory researches over
the years, the preparation method of highly efficient Mg—Ti
catalysts has been developed from the co-milling method, the
suspension impregnation method to the chemical reaction
method. Said chemical reaction method has been adopted by
various patents relating the use of chemical raw materials
such as organo-magnesium compounds, chlorating agents
and the transition metal Titanium compounds in preparing
various types of catalysts as disclosed in CN1158136,
CN1299375,CN1795213, U.S. Pat. No. 3,787,384, U.S. Pat.
No. 4,148,754, U.S. Pat. No. 4,173,547, U.S. Pat. No. 4,301,
029, U.S. Pat. No. 4,508,843, U.S. Pat. No. 4,921,920 and
U.S. Pat. No. 5,124,296. One fatal defect in preparing the
Mg—Ti catalysts in such a way is that the forming steps, and
thus the shape of the prepared catalyst granules are difficult to
be controlled.

In recent development, some materials like emulsifiers are
added to the dispersed system of the catalyst precursor com-
prising Mg/Ti compounds to form an emulsion, and after
reaction, the catalyst particles are precipitated out, such that
the shape of the obtained catalyst granules can be improved.
For example, perfluoropolyether is used in EP0258089A, and
perfluorooctane is used in CN 1537118A. The above methods
are still of complex forming steps and difficult controlling.
The shape of the obtained catalyst granules is also difficult to
be controlled, and the used materials are of high cost and
difficult to be obtained.

Besides, recent researches show that adding electron
donors in preparing a catalyst component can adjust the poly-
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merization activity and the hydrogen response of the catalyst,
reduce the oligomers content in the polymerization products,
and so on. In CN1129709A, electron donor compounds are
used in the preparation of the catalyst to improve the activity
and hydrogen response of a catalyst and the block density of
polymerization products. The electron donor compounds
used in said patent comprises organic compounds with a pair
or many pairs of free electrons, mainly organic acid esters.

In conclusion, although various researches have been made
in the Zinger-Natta catalyst field, a catalyst of a simple prepa-
ration method, an excellent granule shape, a high catalytic
activity and a good hydrogen response is still needed in the
field.

SUMMARY OF INVENTION

The present invention aims to prepare a solid particle of
Zinger-Natta catalyst in a controlled manner so as to obtain a
catalyst component with a good particle shape (such as
spherical particles), a narrow particle size distribution, a high
catalyst activity and a good hydrogen response, which will be
beneficial for the use of catalyst in polymerization devices
such as gas-phase and slurry process, and the preparation
method of the catalyst is simple and easy to operate.

The present invention provides a catalyst component for
olefin polymerization, which comprises the reaction product
of at least one organo-magnesium compound, at least one
titanium-containing compound, at least one hydroxyl group-
containing compound, at least one chlorine-containing
organic compound, and at least one polybutadiene block
copolymer,

wherein said organo-magnesium compound is as shown in
Formula (I) MgR!, Cl, . wherein R* is C,-C,, hydrocarbyl
group, and can be saturated or unsaturated straight chain,
branched chain or cyclo-chain, and O<n=2; preferably, R" is
C,-C,, alkyl group, and the specific compound can be
selected from at least one of dibutyl magnesium, diisobutyl
magnesium, dioctyl magnesium, butyl octyl magnesium,
ethyl magnesium chloride and butyl magnesium chloride;

wherein said titanium-containing compound is as shown in
Formula (IT) Ti(OR?),,Cl,_,,, wherein R? is C,-C,, hydrocar-
byl group, and can be saturated or unsaturated straight chain,
branched chain or cyclo-chain, and 0=m=4; preferably, m is 4
or 0, because tetravalent titanium compounds are commonly
liquid at room temperature, and their compatibility with some
solvents is also good; the specific compound is selected from
at least one of titanium tetrachloride, tetraethyl titanate and
tetrabutyl titanate, preferably titanium tetrachloride;

wherein said hydroxyl group-containing compound is as
shown in Formula (IIT) HOR?, wherein R? is C,-C,,, hydro-
carbyl group, and can be saturated or unsaturated straight
chain, branched chain or cyclo-chain; said hydroxyl group-
containing compound is preferably fatty alcohol or aromatic
alcohol, further preferably selected from at least one of n-bu-
tanol, n-hexanol, isooctanol, benzyl alcohol and phenyl etha-
nol.

Preferably, said co-forming-precipitation agent polybuta-
diene block copolymer is the polystyrene-block-polybutadi-
ene (SB) copolymer, comprising the diblock copolymer, the
triblock copolymer (SBS, BSB) and the derivatives thereof.
The block type can be optionally a liner type, a type compris-
ing branched chain or a star type; the content of polybutadiene
in said polybutadiene block copolymer is 3 to 97% (wt %),
preferably 10 to 90% (wt %).

Preferably, said co-forming-precipitation agent polybuta-
diene block copolymer is the polybutadiene-block-polyeth-
ylene oxide (PB-b-POE) copolymer, comprising the diblock
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compolymer, the triblock copolymer (PB-b-POE-b-PB,
POE-b-PB-b-POE) and the derivatives thereof. The block
type can be optionally a linear type, a type comprising
branched chain or a star type, etc.; the content of polybutadi-
ene in said polybutadiene block copolymer is 3 to 97% (wt),
preferably 10 to 90% (wt).

Preferably, said chlorine-containing organic compound is
the chlorine-containing organo-boron compound as shown in
Formula (IV) BR*,Cl,_,, wherein R* is C,-C,, alkyl or
alkoxy group, and O=p<3; the specific chlorine-containing
organo-boron compound is selected from at least one of
dichloro-methyl boron, dichloro-ethyl boron, dichloro-butyl
boron, dichloro-methoxy boron, dichloro-ethoxy boron,
boron trichloride and dichloro-butoxy boron, preferably
selected from at least one of dichloro-butyl boron, dichloro-
methoxy boron, dichloro-ethoxy boron, boron trichloride and
dichloro-butoxy boron.

Preferably, said chlorine-containing organic compound is
the chlorine-containing organo-phosphorus compound,
which is PCl5 or the compound as shown in Formula (V)
0,PR® Cl;_, wherein R® is C,-C,, alkyl or alkoxy group,
0=q<3, and d is 0 or 1; the specific chlorine-containing
organo-phosphorus compound is selected from at least one of
dichloro-methyl phosphorus, dichloro-ethyl phosphorus,
dichloro-butyl phosphorus, phosphorus trichloride, phospho-
rus pentachloride, phosphorus oxychloride, methyl dichloro-
phosphate, ethyl dichloro-phosphate and butyl dichloro-
phosphate, preferably selected from at least one of
phosphorus trichloride, phosphorus pentachloride, and phos-
phorus oxychloride.

Preferably, said chlorine-containing organic compound is
the chlorine-containing organo-silicone compound as shown
in Formula (V1) SiR®,Cl, ,, wherein R® is C,-C,, alkyl or
alkoxy group, and O=e<4; the specific chlorine-containing
organo-silicone compound is selected from at least one of
trichloro-phenyl silane, trichloro-methyl silane, trichloro-
ethyl silane, trichloro-octyl silane, trichloro-methoxy silane,
trichloro-ethoxy silane, trichloro-butoxy silane, dichloro-
dimethoxy silane, dichloro-diethoxy silane and silicon tetra-
chloride, preferably selected from at least one of trichloro-
methyl silane, trichloro-ethyl silane, trichloro-methoxy
silane, trichloro-ethoxy silane and silicon tetrachloride.

Preferably, said chlorine-containing organic compound is
the chlorine-containing organo-aluminum compound as
shown in Formula (VII) AIR”Cl,_, wherein R is C,-Cy,
hydrocarbyl group, and 0.5=f<2.5; preferably R” is C,-C,
straight chain or branched chain hydrocarbyl group; the spe-
cific organic aluminum compound comprising chlorine is
selected from at least one of dichloro-ethyl aluminum, ses-
quiethyl aluminum chloride, diethyl aluminum chloride and
dichloro-isobutyl aluminum.

Preferably, an acyl chloride compound is involved in the
reaction to form a catalyst component. Said acyl chloride
compound is as shown in Formula (VIII) R®*COCI, wherein
R® is C,-C,,, hydrocarbyl group, and can be saturated or
unsaturated straight chain, branched chain or cyclo-chain;
said acyl chloride compound is selected from at least one of
formy] chloride, acetyl chloride, propionyl chloride, butyryl
chloride, benzoyl chloride, phenylacetyl chloride, phenylpro-
pionyl chloride and phenylbutyryl chloride, preferably
selected from at least one of formyl chloride, acetyl chloride,
benzoyl chloride and phenylacetyl chloride.

Alternatively, preferably a silane compound is involved in
the reaction to form a catalyst component. Said silane com-
poundis as shown in Formula (IX) Si(ORg)gC14_g, wherein R®
is C,-C,, hydrocarbyl group, and can be saturated or unsat-
urated straight chain, branched chain or cyclo-chain, and
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0<g=4; said silane compound is selected from at least one of
chloro-trimethoxy silane, chloro-triethoxy silane, chloro-
tributoxy silane, dichloro-dimethoxy silane, dichloro-di-
ethoxy silane, dichloro-dibutoxy silane, tetraethyl orthosili-
cate and tetrabutyl orthosilicate, preferably selected from at
least one of chloro-triethoxy silane, chloro-tributoxy silane,
tetraethyl orthosilicate and tetrabutyl orthosilicate.

The present invention also provides the corresponding
preparation method for the above catalyst component.

The preparation method for said catalyst component in the
present invention without the use of acyl chloride compound
or silane compound comprises the following steps:

step a) the organo-magnesium compound is reacted with
the hydroxyl group-containing compound to obtain a trans-
parent solution;

step b) the polybutadiene block copolymer is dispersed in
the C,-C,, alkane or aromatic solvent to form a solution,
which is then reacted with the transparent solution obtained in
step a) to produce a mixture; and

step ¢) the chlorine-containing organic compound and tita-
nium-containing compound are added into the mixture
obtained in step b) in sequence to obtain said catalyst com-
ponent.

The preparation method for said catalyst component in the
present invention with the use of acyl chloride compound or
silane compound comprises the following steps,

step a) the organo-magnesium compound is reacted with
the hydroxyl group-containing compound to obtain a trans-
parent solution;

step b) the polybutadiene block copolymer is dispersed in
the C,-C,, alkane or aromatic solvent to form a solution,
which is then reacted with said acyl chloride compound or
said silane compound and the transparent solution obtained in
step a) to produce a mixture; and

step ¢) the chlorine-containing organic compound and tita-
nium-containing compound are added into the mixture
obtained in step b) in sequence to obtain said catalyst com-
ponent.

Preferably, in said preparation method, when calculated
based on per mol of organo-magnesium compound, said tita-
nium-containing compound is 0.01 to 10 mol, said hydroxyl
group-containing compound is 0.1 to 20 mol, said chlorine-
containing organic compound is 0.1 to 50 mol, said acyl
chloride compound or said silane compound is 0.001 to 20
mol, and the content of said polybutadiene block copolymer
in the reaction system is controlled within 0.001 to 100 g/L. It
is preferable when said titanium-containing compound is
0.05 to 5 mol, said hydroxyl group-containing compound is
0.2 to 10 mol, said chlorine-containing organic compound is
0.5 to 20 mol, said acyl chloride compound or said silane
compound is 0.01 to 10 mol, and the content of said polyb-
utadiene block copolymer in the reaction system is controlled
within 0.01 to 50 g/L.

In step a), the organo-magnesium compound and the
hydroxyl group-containing compound react with each other
favorably at a relatively higher temperature, preferably below
the boiling temperature of the reactants, and generally not
higher than 90° C. or 70° C. Depending on the nature of the
reactants and the operation conditions, the required reaction
time is generally from 5 min to 2 h, preferably from 10 min to
1 h. After the organo-magnesium compound reacts with the
hydroxyl group-containing compound, the resulting solution
is mixed with an inert diluent, which is commonly selected
from aliphatic hydrocarbon, such as isobutane, pentane, hex-
ane, heptane, cyclohexane and the mixture thereof. In gen-
eral, hexane or heptane would be a suitable inert solvent.
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In step b), the co-forming-precipitation agent polybutadi-
ene block copolymer is dispersed in the C,-C,, alkane or
aromatics solvent, preferably in the solvent of hexane, hep-
tane, toluene or the mixture thereof, to form a solution, which
is then mixed fully with (said acyl chloride compound or said
silane compound and) the transparent solution obtained in
step a). Based on the type and nature of the co-forming-
precipitation agent, the prepared concentration of the C,-C,,,
alkane or aromatics solution is controlled within 0.1 to 100
g/L, preferably 1 to 50 g/L.. The co-forming-precipitation
agent should be added in the reaction system with such an
amount that its content therein will be within 0.001 to 100
g/L, preferably 0.01 to 50 g/L.. The temperature of the mixture
is generally lower than the boiling temperature of the system.
For convenience, it is generally selected within 0 to 90° C.,
preferably within 10 to 50° C. The mixing time is generally
selected within 0.5 min to 5 h, preferably 10 min to 1 h.

In step ¢), the homogeneously mixing of all the materials is
completed at a certain temperature. First, the temperature of
the solution system obtained in the two preceding steps is
lowered to a certain degree within —90 to 30° C., preferably
-70 to 0° C., when the solution stays clear and transparent
without the appearance of turbidity or precipitation. Then the
chlorine-containing organic compound and the titanium-con-
taining compound are added slowly in sequence, under fully
stirring to facilitate the fully mixing of the materials, with a
feeding rate not to cause obvious reaction or obviously warm-
ing of the system. After the materials are fully mixed, any
known suitable method can be used to raise the temperature of
the system, during which the system will be converted from
clear to turbid, and the precipitate will come out. During the
precipitation step, the reaction time should be long enough to
obtain all the precipitates, which can be from 1 min to 10 h,
preferably from 3 min to 5 h.

It is found by the test that, after the precipitation step, it is
favorable for the catalyst particle shape to react for a period of
time at a certain temperature for an aging treatment, which
can improve the catalyst particle strength, thus reducing the
particle crushing phenomenon of the catalyst in the polymer-
ization procedure. The temperature of the aging treatment,
which can be controlled within 0.5 to 10 h, preferably 1 to 5
h, is generally equal to or higher than the final temperature of
precipitation reaction.

After the aging treatment, the precipitate is generally
washed to remove excess reactants and the byproducts pro-
duced in the preparation procedure. Any inert solvent can be
used in the washing step, such as isobutane, pentane, hexane,
heptane, cyclohexane, toluene, various aromatics and the
mixture thereof. In experiments, toluene is commonly
selected to wash the precipitate twice, and then excessive
hexane is used for fully washing, after which, the catalyst
suspension is dried under nitrogen to obtain catalyst powders.

In addition, the present invention also relates to a catalyst
for olefin homopolymerization or copolymerization, which
comprises the reaction products of the above catalyst compo-
nent according to the present invention and the alkyl alumi-
num compound, wherein the formula of the used alkyl alu-
minum compound is AIR™;, wherein R"; can be one or more
C,-Cy alkyl groups, which may be identical to or different
from each other, and one or two alkyl groups can be substi-
tuted by chlorine atoms; one or more than two alkyl alumi-
num compounds can be selected and mixed for use, prefer-
ably from AlEt;, Al(iso-Bu);, Al(n-C.H, ;);, Al(n-AlEt,Cl,
and so on.

Said catalyst in the present invention can be used according
to a known manner of the Zinger-Natta catalyst for olefin
polymerization in the field. For example, it can be used
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together with another cocatalyst or electron donor, or with
one or more kinds of Zinger-Natta catalysts or non-Ziegler-
Natta catalysts.

As to the application of said catalyst in olefin homopoly-
merization or copolymerization, said olefin is ethylene, pro-
pylene, butylene, hexene or octene. Said catalyst of the
present invention is applicable for various olefins which can
coordinate the polymerization, comprising a homogenous
polymerization of one olefin or a copolymerization of various
olefins. The olefin is preferably a-olefin such as ethylene,
propylene and butylene, or a mixture of ethylene, propylene,
butylene with one or more kinds of a-olefins. The better
comonomer is C,-C, , olefin, preferably C,-C,, olefin such as
1-butene, isobutene, 1-pentene, 1-hexene, 1-heptene,
1-octene, 1-nonene, 1-decene and 4-methyl pentene, diene
such as butadiene, 1,4-hexadiene and 1,7-octadiene, and
cycloolefin such as norbornene, and any mixture thereof.

Said catalyst in the present invention can be used in one or
more polymerization reactors to carry out polymerization
reaction by conventional polymerization technology. It can
be a gas-phase, slurry or bulk polymerization reaction, and
the polymerization reaction can be intermittent or unintermit-
tent polymerization procedure.

As to the slurry or bulk reactor, the reaction temperature is
generally within 40 to 130° C., preferably within 60 to 110°
C.; the reaction pressure is generally within 0.1 to 8 MPa,
preferably within 0.3 to 6 MPa; the residence time is gener-
ally within 0.2 to 6 h, preferably within 0.5 to 3 h. In general,
an aliphatic hydrocarbon with the boiling point within =70 to
100° C. is selected as the dilute, and if required, the polymer-
ization reaction can be carried out under supercritical condi-
tions.

As to the gas-phase reactor, the reaction temperature is
generally within 60 to 130° C., preferably within 70 to 110°
C.; the reaction pressure is generally within 0.5 to 4 MPa,
preferably within 1 to 3 MPa; the residence time is generally
within 0.5 to 10 h, preferably within 1 to 8 h. If required, a
suitable aliphatic hydrocarbon can be selected as the dilute,
and the polymerization reaction can be carried out in a con-
densing state.

The catalyst dosage generally depends on the catalyst
nature, the reactor type, the operation condition and the
requirement for polymerization product properties. A con-
ventional catalyst dosage can be used.

Using said catalyst in the present invention, a high catalyst
activity and a good hydrogen response can be obtained, the
polymerization product shape can copy the catalyst particle
shape well, i.e. so-called “copy effect”. Therefore, the cata-
lyst provided by the present invention has good comprehen-
sive performances.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 shows the Scanning Electron Microscopy (SEM)
photo of the catalyst component according to Example 10;

FIG. 2 shows the Particle size distribution diagram accord-
ing to Example 13;

FIG. 3 shows the Scanning Electron Microscopy (SEM)
photo of the catalyst component according to Comparative
Example 4; and

FIG. 4 shows the Particle size distribution diagram accord-
ing to Comparative Example 4.

EMBODIMENTS

The present invention will be explained in detail by the
following examples. Obviously, these examples do not
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restrict the scope of the present invention in any manner. The
extent of protection of the present invention shall be deter-
mined by the terms of the claims.

The test methods in the examples of the present invention
are as follows.

1. The particle size distribution of the carrier and the cata-
lyst: using the particle size distribution meter, n-hexane as the
dispersant, and the test range within 0.02 to 2000 m;

2. The weight ratio of metals (mainly magnesium and
titanium) in the catalyst system: using Plasma emission spec-
troscopy (ICP);

3. The test of the melt index: ASTM-D 1238;

4. The test of the block density: DIN-53194.

Example 1

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, then the temperature is increased to 50°
C. and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. 3 ml of hexane solution (10 g/L) of the
polystyrene-polybutadiene triblock copolymer (Kraton,
FG1901X, in which the content of polybutadiene is 70%) is
added. Then the temperature of the system is decreased to
-50° C., and 3.15 ml of hexane solution of boron trichloride
(1IM) and 0.35 ml of titanium tetrachloride are added in
sequence. After the feeding is completed, the temperature is
increased quickly to 50° C. within 10 min and the reaction is
kept for 2 h. The temperature of the catalyst suspension is
decreased to room temperature, stood and precipitated, and
then washed with hexane for 3 times with an amount of 50 ml
each time. After the washing is completed, brown solid flu-
idity powders are obtained by drying, with an average particle
size of 17.4 um.

Element analysis (ICP): 10.62 wt % of Ti, 14.73 wt % of
Mg.

Ethylene polymerization evaluation method A: 1 L of hex-
ane, 1 mmol of triethyl aluminum and a certain amount of
catalyst components are added into a 2 L steel stirred tank,
then the temperature is increased to 85° C., 0.5 MPa of hydro-
gen is added in one time, and the system total pressure is kept
at 1.03 MPa by ethylene to carry out the polymerization. After
a reaction of 2 h, the adding of ethylene is stopped, the
temperature is decreased and the pressure is released. The
polyethylene powders are weighted, the catalyst activity is
calculated, and the block density of polyethylene powders
and the melt index of polyethylene powders at a load of 2.16
Kg are tested. The results are shown in Table 1.

Ethylene polymerization evaluation method B: 1 L of hex-
ane, 1 mmol of triethyl aluminum and a certain amount of
catalyst components are added into a 2 L steel stirred tank, the
temperature is increased to 85° C., 0.18 Mpa of hydrogen is
added in one time, and the system total pressure is kept at 1.03
MPa by ethylene to carry out the polymerization. After a
reaction of 2 h, the adding of ethylene is stopped, the tem-
perature is decreased and the pressure is released. The poly-
ethylene powders are weighed, the catalyst activity is calcu-
lated, and the block density of polyethylene powders and the
melt index of polyethylene powders at a load of 2.16 Kg are
tested. The results are shown in Table 1.

Example 2

The amount of titanium tetrachloride in the preparation of
catalyst is changed from 0.35 ml to 1 ml, other conditions
being the same as those in Example 1. The average particle
size is 13.6 pm.
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Element analysis (ICP): 11.52 wt % of Ti, 12.43 wt % of
Mg.
Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 1.

Example 3

1.0 ml of isooctanol in the preparation of the catalyst is
changed to 0.6 ml of n-octanol, and “the temperature is
quickly increased to 50° C. within 10 min” is changed to “the
temperature is increased to room temperature slowly and then
heated to 50° C.”. Other conditions are the same as those in
Example 1, and the average particle size is 21.2 um.

Element analysis (ICP): 11.25 wt % of Ti, 16.57 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 1.

Comparative Example 1

The conditions are the same as in Example 1 except that the
hexane solution of polystyrene-polybutadiene triblock
copolymer is not added. The average particle size of the
obtained catalyst is 68.53 pm, and the particle size distribu-
tion is a wider multimodal distribution.

Element analysis (ICP): 10.26 wt % of Ti, 14.18 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 1.

TABLE 1
Activity Block
Polymerization  (Kg polymer/ ML 16 density
type g cat.) (g/10 min) BD (g/ml)
Example 1 Ethylene A 6.8 98.72 0.30
Ethylene B 234 2.13 0.31
Example 2 Ethylene A 9.8 86.38 0.29
Ethylene B 28.9 1.55 0.31
Example 3 Ethylene A 9.1 36.73 0.30
Ethylene B 314 0.83 0.31
Comparative Ethylene A 5.7 72.59 0.28
Example 1 Ethylene B 18.5 1.72 0.28

It can be seen from the data of examples and comparative
example in Table 1 that, when the SBS co-forming-precipi-
tation agents are used in the preparation of catalyst, the par-
ticle shape of the obtained catalyst and polymers is good, the
particle size distribution is narrow, the block density (BD) of
polymeric resin is high, and the catalyst comprehensive per-
formance is good.

Example 4

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 3 ml of hexane solution (10 g/L.) of
the polystyrene-polybutadiene triblock copolymer (Kraton,
FG1901X, in which the content of polybutadiene is 70%) is
added, the temperature is decreased to —50° C., and 0.6 ml of
hexane solution of phosphorus trichloride (1M) and 0.35 ml
titanium tetrachloride are added in sequence. After the feed-
ing is completed, the temperature is increased quickly to 50°
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C. within 10 min and the reaction is kept for 2 h. The tem-
perature of the catalyst suspension is decreased to room tem-
perature, stood and precipitated, and then washed with hex-
ane for 3 times, with an amount of 50 ml each time. After the
washing is completed, brown solid fluidity powders are
obtained by drying, with an average particle size of 17.6 pm.

Element analysis (ICP): 9.86 wt % of Ti, 12.69 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 2.

Example 5

The amount of hexane solution (10 g/L) of polystyrene-
polybutadiene triblock copolymer is changed from 3 ml to 6
ml, and 0.6 ml phosphorus trichloride is changed to 0.6 ml
Phosphorus oxychloride. Other conditions are the same as
those in Example 4, and the average particle size is

Element analysis (ICP): 10.67 wt % of Ti, 13.58 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 2.

Example 6

The amount of isooctanol in the catalyst preparation is
changed from 1.0 ml to 3.0 ml, and “the temperature is
increased quickly to 50° C. within 10 min” is changed to “the
temperature is increased to room temperature slowly and then
heated to 50° C.”. Other conditions are the same as those in
Example 4, and the average particle size is 19.7 um.

Element analysis (ICP): 10.36 wt % of Ti, 14.62 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 2.

Comparative Example 2

The conditions are the same as those in Example 4 except
that the hexane solution of polystyrene-polybutadiene tri-
block copolymer is not added. The average particle size of the
obtained catalysts is 64.76 um, and the particle size distribu-
tion is a wider multimodal distribution.

Element analysis (ICP): 10.07 wt % of Ti, 13.16 wt % of
Mg.
Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization

results are as shown in Table 2.
TABLE 2
Activity Block
Polymerization (Kg polymer/ ML, i density
type gcat.) (g/10 min)  (g/ml)
Example 4 Ethylene A 73 71.28 0.29
Ethylene B 16.9 1.88 0.31
Example 5 Ethylene A 11.7 82.59 0.30
Ethylene B 26.7 1.34 0.31
Example 6 Ethylene A 9.3 38.96 0.28
Ethylene B 19.5 1.91 0.30
Comparative Ethylene A 5.9 68.32 0.26
Example 2 Ethylene B 14.6 1.67 0.27

It can be seen from the data of the examples and compara-
tive example in Table 2 that, when the SBS co-forming-
precipitation agents are used in the preparation of catalyst, the
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particle shape of the obtained catalyst and polymers is good,
the particle size distribution is narrow, the block density (BD)
of polymeric resin is high, and the catalyst comprehensive
performance is good.

Example 7

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 1 ml of hexane solution (10 g/L.) of
polystyrene-polybutadiene triblock copolymer (Kraton,
FG1901X, in which the content of polybutadiene is 70%) is
added, the temperature is decreased to =10° C., and 0.36 g of
silicon tetrachloride and 0.35 ml of titanium tetrachloride are
added in sequence. After the feeding is completed, the tem-
perature is increased quickly to 50° C. within 10 min and the
reaction is kept for 2 h. The temperature of the catalyst sus-
pension is decreased to room temperature, stood and precipi-
tated, and then washed with hexane for 3 times, with an
amount of 50 ml each time. After the washing is completed,
brown solid fluidity powders are obtained by drying with an
average particle size of 56.2 um.

Element analysis (ICP): 9.48 wt % of T1, 20.84 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 3.

Example 8

“The temperature is increased quickly to 50° C. within 10
min” is changed to “the temperature is increased quickly to
70° C. within 10 min”. The other conditions are the same as
those in Example 7, and the average particle size is 85.2 um.

Element analysis (ICP): 5.12 wt % of Ti, 12.81 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 3.

Example 9

1.0 ml of isooctanol in the catalyst preparation is changed
to 0.6 ml of n-butanol, the amount of hexane solution (10 g/L)
of polystyrene-polybutadiene triblock copolymer added is
changed from 1 ml to 3 ml, and “the temperature is increased
quickly to 50° C. within 10 min” is changed to “the the
temperature is increased to room temperature slowly and then
heated to 50° C.”. Other conditions are the same as those in
Example 7, and the average particle size is 24.3 um.

Element analysis (ICP): 11.66 wt % of Ti, 24.39 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 3.

Comparative Example 3

The conditions are the same as those in Example 7 except
that the hexane solution of polystyrene-polybutadiene tri-
block copolymer is not added. The average particle size of the
obtained catalyst is 79.46 pum, and the particle size distribu-
tion is a wider multimodal distribution.

Element analysis (ICP): 9.73 wt % of T1, 21.06 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 3.
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TABLE 3
Activity Block
Polymerization (Kg polymer/ ML 16 density
type gcat.) (g/10 min)  (g/ml)
Example 7 Ethylene A 7.5 104.4 0.33
Ethylene B 25.2 2.17 0.33
Example 8 Ethylene A 5.9 93.26 0.30
Ethylene B 10.8 1.64 0.31
Example 9 Ethylene A 9.3 3845 0.33
Ethylene B 30.5 0.74 0.34
Comparative Ethylene A 6.4 87.38 0.28
Example 3 Ethylene B 22.6 1.49 0.29

It can be seen from the data of the examples and compara-
tive example in Table 3 that, when the SBS co-forming-
precipitation agents are used in the preparation of catalyst, the
particle shape of the obtained catalyst and polymers is good,
the particle size distribution is narrow, the block density (BD)
of polymeric resin is high, and the catalyst comprehensive
performance is good.

Example 10

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 2 ml of hexane solution (10 g/L.) of
the polystyrene-polybutadiene triblock copolymer (Kraton,
FG1901X, in which the content of polybutadiene is 70%) is
added, the temperature is decreased to —=50° C., and 1.6 ml of
hexane solution of ethyl aluminum dichloride (2M) and 0.35
ml of titanium tetrachloride are added in sequence. After the
reaction is kept for 0.5 h at a low temperature, the temperature
is increased slowly and naturally to room temperature, and
then the reaction is carried out for 2 h at 50° C. The tempera-
ture of the catalyst suspension is decreased to room tempera-
ture, stood and precipitated, and then washed with hexane for
3 times with an amount of 50 ml each time. After the washing
is completed, brown solid fluidity powders are obtained by
drying with an average particle size of 15.6 um. The electron
microscopy photo of the catalyst component is shown in FIG.

Element analysis (ICP): 11.04 wt % of Ti, 12.64 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 4.

Example 11

The amount of hexane solution (10 g/L) of polystyrene-
polybutadiene triblock copolymer is changed from 2 ml to 4
ml, and the other conditions are the same as those in Example
10. The average particle size is 7.69 pm.

Element analysis (ICP): 10.02 wt % of Ti, 14.20 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 4.

Example 12

“The reaction is kept for 0.5 h at a low temperature, and the
temperature is increased slowly and naturally to room tem-
perature” is adjusted to “after the feeding is completed, the
temperature is increased to 50° C. within 10 min”. The other
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conditions are the same as those in Example 10, and the
average particle size is 21.5 um.

Element analysis (ICP): 12.65 wt % of Ti, 9.86 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as that in Example 1, and the polymerization results
are as shown in Table 4.

Propylene polymerization evaluation method: into a 2 L
steel reactor which is fully replaced by propylene gas, and
then 800 ml of hexane, 2.5 mmol of triethyl aluminum, 0.125
mmol of diphenyl dimethoxy silane (DDS) and 20 mg of
catalyst components prepared in Example 12 are added. After
0.4 NL of (standard liter) hydrogen is added, propylene is fed
to keep the pressure in the reactor at 0.6 MPa when the
temperature is increased to 70° C. The polymerization is
carried out for 2 h, then the pressure is released and the
products are discharged. The congruent isotacticity of the
obtained polymers (the content of the residual substance after
extracted with boiling heptane in an extractor for 6 hours) is
91.7%, and the specific polymerization results are shown in
Table 4.

Example 13

The amount of hexane solution (10 g/I) of polystyrene-
polybutadiene triblock copolymer is changed from 2 ml to 3
ml, and the other conditions are the same as those in Example
10. The average particle size of the obtained catalyst compo-
nents is 9.03 um. The particle size distribution of the catalyst
components is shown in FIG. 2.

Element analysis (ICP): 9.02 wt % of Ti, 12.75 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 4. The sieving result of the
polymer particle size distribution is as shown in Table 5.

Comparative Example 4

The conditions are the same as those in Example 10 except
that 2 ml of hexane solution of polystyrene-polybutadiene
triblock copolymer (Kraton, FG1901X, wherein the content
of polybutadiene is 70%) is not added. The average particle
size of the obtained catalyst is 124.8 um, and the particle size
distribution is wider, and multiple peaks are present.

Element analysis (ICP): 11.36 wt % of Ti, 12.89 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 4.

TABLE 4

Activity Block

Polymerization (Kg polymer/ ML 16 density

type g cat.) (g/10 min) (g/ml)
Example 10 Ethylene A 9.5 24.73 0.30
Ethylene B 27.3 0.77 0.31
Example 11 Ethylene A 14.0 38.41 0.30
Ethylene B 72.2 1.41 0.32
Example 12 Ethylene A 12.6 89.34 0.30
Ethylene B 31.6 0.61 0.31
Propylene 324 2.4 0.38
Example 13 Ethylene A 22.9 70.54 0.29
Ethylene B 48.4 2.77 0.30
Comparative Ethylene A 11.5 25.64 0.25
Example 4 Ethylene B 25.8 0.65 0.27

It can be seen from the data of the examples and compara-
tive example in Table 4 that, when the polystyrene-polybuta-
diene triblock copolymers are used as a co-forming-precipi-
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tation agent in the preparation of catalyst, the particle size of
the obtained catalyst and polymers is good, the particle size
distribution is narrow, the block density (BD) of polymeric
resin is high, and the catalyst comprehensive performance is
good.

TABLE §

14
Element analysis (ICP): 10.02 wt % of Ti, 13.54 wt % of
Mg.
Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 6.

Particle size distribution of polyethylene PE according to Example 13 (wt %

Polymerization <20  20-40  40-60  60-80 80-100 100-140  140-200 >200

condition mesh mesh mesh mesh mesh mesh mesh mesh

ethylene A 1.04 294 14.12  48.80 22.35 7.44 2.28 1.03

ethylene B 1.61 2.93 4040  40.56 10.12 3.03 1.01 0.35
15

It can be seen from the data of Table 5 that, the polymer
particles of the catalyst prepared in Example 13 are mainly
concentrated within 40 to 100 meshes, the distribution of
which is concentrated, and the fine powder is less. The analy-
sis result of sieving result of the polymer particle size distri-
bution of said catalyst is the same as that of the particle size
distribution figure (FIG. 2).

Example 14

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then after 0.2 ml of benzoyl chloride
and 3 ml of hexane solution (10 g/L) of the polystyrene-
polybutadiene triblock copolymer (Kraton, FG1901X, in
which the content of polybutadiene is 70%) are added, the
temperature is decreased to —50° C., and 1.6 ml of hexane
solution of ethyl aluminum dichloride (2M) and 0.35 ml of
titanium tetrachloride are added in sequence. After the reac-
tion is kept for 0.5 h at a low temperature, the temperature is
increased slowly and naturally to room temperature, and then
the reaction is carried out for 2 h at 50° C. The temperature of
the catalyst suspension is decreased to room temperature,
stood and precipitated, and then washed with hexane for 3
times with an amount of 50 ml each time. After the washing is
completed, brown solid fluidity powders are obtained by dry-
ing with an average particle size of 8.74 um.

Element analysis (ICP): 10.58 wt % of Ti, 13.61 wt % of
Mg.
Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 6.

Example 15

The amount of benzoyl chloride in the catalyst preparation
is changed from 0.2 ml to 0.5 ml, and the hexane solution of
ethyl aluminum dichloride is changed to the hexane solution
of isobutyl aluminum dichloride. Other conditions are the
same as those in Example 14, and the average particle size is
13.2 pm.

Element analysis (ICP): 9.66 wt % of Ti, 12.13 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 6.

Example 16

0.2 ml of benzoyl chloride in the catalyst preparation is
changed to 0.2 ml of acetyl chloride, and other conditions are
the same as that in Example 14. The average particle size is
7.94 um.
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Example 13' (Comparative)

0.2 ml of benzoyl chloride is not added in the catalyst
preparation, and the other conditions are the same as those in
Example 14. The average particle size is 9.04 um.

TABLE 6

Activity Block

Polymerization  (Kg polymer/ ML 16 density

type g cat.) (g/10 min) (g/ml)
Example 14 ethylene A 24.2 105.24 0.30
ethylene B 39.6 3.17 0.30
Example 15 ethylene A 27.5 118.3 0.29
ethylene B 41.3 3.58 0.31
Example 16 ethylene A 23.8 91.3 0.30
ethylene B 37.9 2.98 0.31
Example 13’ ethylene A 229 70.54 0.29
(Comparative) ethylene B 484 2.77 0.30

It can be seen from the data of the examples and compara-
tive example in Table 6 that, when the acyl chloride com-
pound and SBS co-forming-precipitation agent are used in
the preparation of catalyst, the particle shape of the obtained
catalyst and polymers is good, the particle size distribution is
narrow; the hydrogen response of polymeric resin is better;
the catalyst comprehensive performance is good, which is
beneficial for developing new resin products with unique
properties.

Example 17

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 0.7 ml of tetraethyl orthosilicate
and 3 ml of hexane solution (10 g/L.) of polystyrene-polyb-
utadiene triblock copolymer (Kraton, FG1901X, in which the
content of polybutadiene is 70%) are added, the temperature
is decreased to —50° C., and 1.6 ml of hexane solution of ethyl
aluminum dichloride (2M) and 0.35 ml of titanium tetrachlo-
ride are added in sequence. After the reaction is kept for 0.5 h
ata low temperature, the temperature is increased slowly and
naturally to room temperature, and then the reaction is carried
out for 2 h at 50° C. The temperature of the catalyst suspen-
sion is decreased to room temperature, stood and precipitated,
and then washed with hexane for 3 times with an amount of 50
ml each time. After the washing is completed, brown solid
fluidity powders are obtained by drying with an average par-
ticle size is 11.5 um.

Element analysis (ICP): 10.13 wt % of Ti, 8.57 wt % of Mg.
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Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 7.

Example 18

The amount of tetracthyl orthosilicate in the catalyst prepa-
ration is changed from 0.7 ml to 1.0 ml, and “the reaction is
kept for 0.5 h at a low temperature, and the temperature is
increased slowly and naturally to room temperature” is
adjusted to “the temperature is increased to 50° C. within 10
min after the feeding”, with other conditions are being the
same as those in Example 17. The average particle size is 24.7
pm.
Element analysis (ICP): 10.33 wt % of Ti, 12.46 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 7.

Example 19

The amount of isooctanol in catalyst preparation is
changed from 1.0 ml to 0.5 ml, the amount of tetraethyl
orthosilicate is changed from 0.7 ml to 1.0 ml, and the other
conditions are the same as those in Example 17. The average
particle size is 15.9 pm.

Element analysis (ICP): 8.89 wt % of Ti, 11.09 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 7.

Example 13" (Comparative)

0.7 ml of tetraethyl orthosilicate is not added in the catalyst
preparation, and other conditions are the same as those in
Example 17. The average particle size is 9.03 pm.

Comparative Example 5

The hexane solution of polystyrene-polybutadiene triblock
copolymer is not added in catalyst preparation, and other
conditions are the same as those in Example 17. The average
particle size of the obtained catalyst is 93.35 um, and the
particle size distribution is a wider multimodal distribution.

Element analysis (ICP): 9.24 wt % of Ti, 12.92 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 7.

TABLE 7

Activity Block

Polymerization  (Kg polymer/ ML 16 density

type g cat.) (g/10 min)  (g/ml)
Example 17 ethylene A 31 21.01 0.34
ethylene B 16.1 0.80 0.35
Example 18 ethylene A 5.4 85.83 0.33
ethylene B 15.2 2.40 0.37
Example 19 ethylene A 6.8 18.7 0.34
ethylene B 12.2 0.65 0.36
Example 13" ethylene A 229 70.54 0.29
(Comparative) ethylene B 484 2.77 0.30
Comparative ethylene A 2.9 18.47 0.28
Example 5 ethylene B 11.3 0.69 0.28

It can be seen from the data of the examples and compara-
tive example in Table 7 that, when the silane compounds are
used in the preparation of catalyst, the particle shape of the
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obtained catalyst and polymers is good, the particle size dis-
tribution is narrow, the block density (BD) of polymeric resin
is high, and the catalyst comprehensive performance is good.

Example 20

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 3 ml of hexane solution (10 g/L.) of
polybutadiene-block-polyethylene oxide copolymer (the
content of polybutadiene is 45 wt %) is added, the tempera-
ture is decreased to —50° C., and 3.15 ml of boron trichloride
and 0.35 ml of titanium tetrachloride are added in sequence.
After the feeding is completed, the temperature is increased
quickly to 50° C. within 10 min and the reaction is kept for 2
h. The temperature of the catalyst suspension is decreased to
room temperature, stood and precipitated, and then washed
with hexane for 3 times with an amount of 50 ml each time.
After the washing is completed, brown solid fluidity powders
are obtained by drying with an average particle size of 33.6
pm.

Element analysis (ICP): 11.53 wt % of Ti, 15.69 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 8.

Example 21

The amount of titanium tetrachloride in catalyst prepara-
tion is changed from 0.35 mlto 1 ml, and the other conditions
are the same as those in Example 20. The average particle size
is 25.8 pm.

Element analysis (ICP): 11.27 wt % of Ti, 13.05 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 8.

Example 22

The content of polybutadiene in the polybutadiene-block-
polyethylene oxide copolymer used in the catalyst prepara-
tion is changed from 45 wt % to 75 wt %, and other conditions
are the same as those in Example 20. The average particle size
is 15.9 pm.

Element analysis (ICP): 10.12 wt % of Ti, 14.32 wt % of
Mg.
Ethylene polymerization evaluation methods A and B are

the same as those in Example 1, and the polymerization
results are as shown in Table 8.

Comparative Example 1'

The hexane solution of polybutadiene-block-polyethylene
oxide copolymer is not added in the catalyst preparation, and
the other conditions are the same as those in Example 20. The
average particle size of the obtained catalyst is 68.53 um, and
the particle size distribution is a wider multimodal distribu-
tion.
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TABLE 8
Activity Block
Polymerization (Kg polymer/ ML 16 density
type gcat.) (g/10 min)  (g/ml)
Example 20 ethylene A 54 93.26 0.29
ethylene B 19.7 2.08 0.31
Example 21 ethylene A 8.9 89.42 0.31
ethylene B 27.8 1.67 0.32
Example 22 ethylene A 9.5 83.45 0.31
ethylene B 32.6 1.03 0.32
Comparative ethylene A 5.7 72.59 0.28
Example 1' ethylene B 18.5 1.72 0.28

It can be seen from the data of the examples and compara-
tive example in Table 8 that, when the SBS modified additives
are used in the preparation of catalyst, the particle shape of the
obtained catalyst and polymers is good, the particle size dis-
tribution is narrow, the block density (BD) of polymeric resin
is high, and the catalyst comprehensive performance is good.

Example 23

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 2 ml of hexane solution (10 g/L.) of
the polybutadiene-block-polyethylene oxide copolymer (the
content of polybutadiene is 75 wt %) is added, the tempera-
tureis decreased to -50° C., and 0.6 ml of phosphorus trichlo-
ride and 0.35 ml of titanium tetrachloride are added in
sequence. After the feeding is completed, the temperature is
increased quickly to 50° C. within 10 min and the reaction is
kept for 2 h. The temperature of the catalyst suspension is
decreased to room temperature, stood and precipitated, and
then washed with hexane for 3 times with an amount of 50 ml
each time. After the washing is completed, brown solid flu-
idity powders are obtained by drying with an average particle
size of 15.7 um.

Element analysis (ICP): 9.35wt % of Ti, 13.14 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 9.

Example 24

The amount of hexane solution of polybutadiene-block-
polyethylene oxide copolymers is changed from 2 ml to 6 ml,
and 0.6 ml of phosphorus trichloride is changed to 0.6 ml of
phosphorus oxychloride. The other conditions are the same as
those in Example 23, and the average particle size is 7.56 um.

Element analysis (ICP): 11.37 wt % of Ti, 13.24 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 9.

Example 25

The amount of isooctanol in the catalyst preparation is
changed from 1.0 ml to 3.0 ml, “the temperature is increased
quickly to 50° C. within 10 min” is changed to “the tempera-
ture is increased to room temperature slowly and then heated
to 50° C.”. The other conditions are the same as those in
Example 23, and the average particle size is 14.6 pm.

Element analysis (ICP): 10.75 wt % of Ti, 14.18 wt % of
Mg.
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Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 9.

Comparative Example 2'

The hexane solution of polybutadiene-block-polyethylene
oxide copolymer is not added in the catalyst preparation, and
the other conditions are the same as those in Example 23. The
average particle size of the obtained catalyst is 64.76 um, and
the particle size distribution is a wider multimodal distribu-
tion.

TABLE 9

Activity Block

Polymerization (Kg polymer/ ML 16 density

type g cat.) (g/10 min) (g/ml)
Example 23 ethylene A 7.8 81.398 0.30
ethylene B 18.3 1.67 0.31
Example 24 ethylene A 13.6 87.61 0.31
ethylene B 28.9 1.57 0.32
Example 25 ethylene A 9.1 34.25 0.30
ethylene B 21.3 1.81 0.30
Comparative ethylene A 5.9 68.32 0.26
Example 2' ethylene B 14.6 1.67 0.27

It can be seen from the data of the examples and compara-
tive example in Table 9 that, when the polybutadiene-block-
polyethylene oxide copolymers are used as modified addi-
tives in the preparation of catalyst, the particle shape of the
obtained catalyst and polymers is good, the particle size dis-
tribution is narrow, the block density (BD) of polymeric resin
is high, and the catalyst comprehensive performance is good.

Example 26

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 2 ml of hexane solution (10 g/L.) of
the polybutadiene-block-polyethylene oxide copolymer (the
content of polybutadiene is 75 wt %) is added, the tempera-
ture is decreased to —10° C., and 0.36 ml of silicon tetrachlo-
ride and 0.35 ml of titanium tetrachloride are added in
sequence. After the feeding is completed, the temperature is
increased quickly to 50° C. within 10 min and the reaction is
kept for 2 h. The temperature of the catalyst suspension is
decreased to room temperature, stood and precipitated, and
then washed with hexane for 3 times with an amount of 50 ml
each time. After the washing is completed, brown solid flu-
idity powders are obtained by drying, with an average particle
size of 37.4 um.

Element analysis (ICP): 10.06 wt % of Ti, 19.29 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 10.

Example 27

The step of “the temperature is increased quickly to 50° C.
within 10 min in the catalyst preparation” is changed to the
step of “the temperature is programmable increased to 50° C.
within 120 min”, and the other conditions are the same as
those in Example 26. The average particle size is 43.7 pm.

Element analysis (ICP): 6.24 wt % of Ti, 13.55 wt % of Mg.
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Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 10.

Example 28

1.0 ml of isooctanol in the catalyst preparation is changed
to 0.6 ml of n-butanol, the amount of hexane solution (10 g/L)
of the polybutadiene-block-polyethylene oxide copolymer is
changed from 2 ml to 10 ml, and the other conditions are the
same as those in Example 26. The average particle size is 18.7
pm.
Element analysis (ICP): 11.54 wt % of Ti, 23.69 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 10.

Comparative Example 3'

The hexane solution of polybutadiene-block-polyethylene
oxide copolymer is not added in the catalyst preparation, and
the other conditions are the same as those in Example 26. The
average particle size of the obtained catalystis 79.46 um, and
the particle size distribution is a wider multimodal distribu-
tion.

TABLE 10

Activity Block

Polymerization (Kg polymer/ ML 16 density

type gcat.) (g/10 min)  (g/ml)
Example 26 ethylene A 8.6 101.5 0.33
ethylene B 27.7 2.32 0.34
Example 27 ethylene A 6.1 74.36 0.31
ethylene B 10.7 1.85 0.31
Example 28 ethylene A 11.4 105.7 0.34
ethylene B 32.7 1.99 0.34
Comparative ethylene A 6.4 87.38 0.28
Example 3' ethylene B 22.6 1.49 0.29

It can be seen from the data of the examples and compara-
tive example in Table 10 that, when the polybutadiene-block-
polyethylene oxide copolymers are used in the preparation of
catalyst, the particle shape of the obtained catalyst and poly-
mers is good, the particle size distribution is narrow, the block
density (BD) of polymeric resin is high, and the catalyst
comprehensive performance is good.

Example 29

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are added in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 3 ml of hexane solution (10 g/L.) of
polybutadiene-block-polyethylene oxide copolymer (the
content of polybutadiene is 75 wt %) is added, the tempera-
ture is decreased to =50° C., and 1.6 ml of hexane solution of
ethyl aluminum dichloride (2M) and 0.35 ml of titanium
tetrachloride are added in sequence. After the reaction is kept
for 0.5 h at a low temperature, the temperature is slowly and
naturally increased to room temperature. Then the reaction is
carried out for 2 h at 50° C. The temperature of the catalyst
suspension is decreased to room temperature, stood and pre-
cipitated, and then washed with hexane for 3 times, with an
amount of 50 ml each time. After the washing is completed,
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brown solid fluidity powders are obtained by drying, with an
average particle size of 17.3 um.

Element analysis (ICP): 10.83 wt % of Ti, 13.57 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 11.

Example 30

The amount of hexane solution (10 g/L) of polybutadiene-
block-polyethylene oxide copolymer is changed from 3 ml to
6 ml, and the other conditions are the same as those in
Example 29. The average particle size is 5.68 um.

Element analysis (ICP): 10.34 wt % of Ti, 14.02 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 11.

Example 31

The step in the catalyst preparation of “the reaction is kept
for 0.5 h at a low temperature, and the temperature is
increased slowly and naturally to room temperature” is
adjusted to the step of “after the feeding is completed, the
temperature is increased to 50° C. within 10 min”, and the
other conditions are the same as those in Example 29. The
average particle size is 23.7 um.

Element analysis (ICP): 12.36 wt % of Ti, 10.57 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 11.

Propylene polymerization evaluation method is the same
as that in Example 12: into a 2 L steel reactor which is fully
replaced by propylene gas, 800 ml of hexane, 2.5 mmol of
triethyl aluminum, 0.125 mmol of diphenyl dimethoxy silane
(DDS) and 20 mg of catalyst components prepared in
Example 3 are added, then 0.4 NL (standard liter) hydrogen is
added, and then propylene is fed to keep the pressure in the
reactor at 0.6 MPa when the temperature is increased to 70° C.
The polymerization is carried out for 2 h, then the pressure is
released and the products are discharged. The congruent iso-
tacticity of the obtained polymers (the content of the residual
substance after extracted with boiling heptane) is 95.3%, and
the specific polymerization results are shown in Table 11.

Comparative Example 4'

The conditions are the same as those in Example 29 except
that the hexane solution of the polybutadiene-block-polyeth-
ylene oxide copolymer is not added. The average particle size
of the obtained catalyst is 124.4 um, and the particle size
distribution is wider, and multiple peaks are present.

TABLE 11
Activity Block
Polymerization (Kg polymer/ ML 16 density
type g cat.) (g/10 min) (g/ml)
Example 29 ethylene A 9.3 35.64 0.32
ethylene B 28.5 1.09 0.32
Example 30 ethylene A 15.8 40.56 0.31
ethylene B 53.7 1.25 0.32
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TABLE 11-continued
Activity Block
Polymerization (Kg polymer/ ML 16 density
type gcat.) (g/10 min)  (g/ml)
Example 31 ethylene A 11.7 78.84 0.31
ethylene B 323 0.89 0.33
Propylene 35.6 1.98 0.40
Comparative ethylene A 11.5 25.64 0.25
Example 4' ethylene B 25.8 0.65 0.27

It can be seen from the data of the examples and compara-
tive example in Table 4 that, when the polybutadiene-block-
polyethylene oxide copolymers are used as modified addi-
tives in the preparation of catalyst, the particle shape of the
obtained catalyst and polymers is well, the particle size dis-
tribution is narrow, the block density (BD) of polymeric resin
is high, and the catalyst comprehensive performance is good.

Example 32

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 0.2 ml of benzoyl chloride and 3
ml of hexane solution (10 g/L.) of the polybutadiene-block-
polyethylene oxide copolymers (the content of polybutadiene
is 75 wt %) are added, the temperature is decreased to -50° C.,
and 1.6 ml of hexane solution of ethyl aluminum dichloride
(2M) and 0.35 ml of titanium tetrachloride are added in
sequence. After the reaction is kept for 0.5 h at a low tem-
perature, the temperature is increased slowly and naturally to
room temperature, and then the reaction is carried out for 2 h
at 50° C. The temperature of the catalyst suspension is
decreased to room temperature, stood and precipitated, and
then washed with hexane for 3 times, with an amount of 50 ml
each time. After the washing is completed, brown solid flu-
idity powders are obtained by drying with an average particle
size of 11.23 pm.

Element analysis (ICP): 11.14 wt % of Ti, 13.32 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 12.

Example 33

The amount of benzoyl chloride in the catalyst preparation
is changed from 0.2 ml to 0.5 ml, 1.6 ml of hexane solution of
ethyl aluminum dichloride is changed to 1.6 ml of hexane
solution of isobutyl aluminum dichloride, and the other con-
ditions are the same as those in Example 32. The average
particle size is 13.8 pm.

Element analysis (ICP): 10.18 wt % of Ti, 12.05 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 12.

Example 34

0.2 ml of benzoyl chloride in the catalyst preparation is
changed to 0.2 ml of acetyl chloride, and the other conditions
are the same as those in Example 32. The average particle size
is 9.88 pm.
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Element analysis (ICP): 10.37 wt % of Ti, 12.89 wt % of
Mg.
Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 12.

Example 29' (Comparative)

The benzoyl chloride is not added in catalyst preparation,
and the other conditions are the same as those in Example 32.
The average particle size is 17.3 um.

TABLE 12

Activity Block

Polymerization  (Kg polymer/ ML 16 density

type g cat.) (g/10 min) (g/ml)
Example 32 ethylene A 18.2 93.69 0.30
ethylene B 335 3.06 0.30
Example 33 ethylene A 24.7 98.8 0.29
ethylene B 38.2 3.36 0.31
Example 34 ethylene A 21.6 86.7 0.30
ethylene B 364 2.78 0.30
Example 29’ ethylene A 9.3 35.64 0.32
(Comparative) ethylene B 28.5 1.09 0.32

It can be seen from the data of the examples and compara-
tive example in Table 12 that, when the acyl chloride com-
pounds are used in the preparation of catalyst, the particle
shape of the obtained catalyst and polymers is well, the par-
ticle size distribution is narrow, the hydrogen response of
polymeric resin and the catalyst comprehensive performance
is good, which is beneficial for developing new resin products
with unique properties.

Example 35

30 ml of hexane, 3.15 ml of hexane solution of dibutyl
magnesium (1M) and 1.0 ml of isooctanol are weighed out in
sequence and mixed, the temperature is increased to 50° C.
and the reaction is kept for 0.5 h under stirring to obtain a
transparent solution. Then 0.6 ml of tetraethyl orthosilicate
and 3 ml of hexane solution (10 g/L) of polybutadiene-block-
polyethylene oxide copolymer (the content of polybutadiene
is 75 wt %) are added, the temperature is decreased to -50° C.,
and 1.6 ml of hexane solution of ethyl aluminum dichloride
(2M) and 0.35 ml of titanium tetrachloride are added in
sequence. After the reaction is kept for 0.5 h at a low tem-
perature, the temperature is increased slowly and naturally to
room temperature, and then the reaction is carried out for 2h
at 50° C. The temperature of the catalyst suspension is
decreased to room temperature, stood and precipitated, and
then washed with hexane for 3 times with an amount of 50 ml
each time. After the washing is completed, brown solid flu-
idity powders are obtained by drying with an average particle
size of 20.1 um.

Element analysis (ICP): 11.63 wt % of Ti, 12.95 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 13.

Example 36

The amount of tetraethyl orthosilicate in the catalyst prepa-
ration is changed from 0.6 ml to 1 ml, the step in the catalyst
preparation of “after the reaction is kept for 0.5 h at a low
temperature, the temperature is increased slowly and natu-
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rally to room temperature” is adjusted to the step of “after the
feeding is completed, the temperature is increased to 50° C.
within 10 min”, and the other conditions are the same as those
in Example 35. The average particle size is 27.6 pm.

Element analysis (ICP): 10.84 wt % of Ti, 12.12 wt % of
Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 13.

Example 37

The amount of isooctanol in the catalyst preparation is
changed from 1.0 ml to 0.5 ml, the amount of tetraethyl
orthosilicate is changed from 0.7 ml to 1.0 ml, and the other
conditions are the same as those in Example 35. The average
particle size is 23.8 pm.

Element analysis (ICP): 9.72 wt % of Ti, 10.57 wt % of Mg.

Ethylene polymerization evaluation methods A and B are
the same as those in Example 1, and the polymerization
results are as shown in Table 13.

Example 29' (Comparative)

0.6 ml of tetraethyl orthosilicate is not added in the catalyst
preparation, and the other conditions are the same as those in
Example 35. The average particle size is 17.3 um.

Comparative Example 5"

The hexane solution of polybutadiene-block-polyethylene
oxide copolymer is not added in the catalyst preparation, and
the other conditions are the same as those in Example 35. The
average particle size of the obtained catalystis 93.35 um, and
the particle size distribution is a wider multimodal distribu-
tion.

TABLE 13

Activity Block

Polymerization  (Kg polymer/ MI2.16  density

type g cat.) (g/10 min)  (g/ml)
Example 35 ethylene A 4.6 23.27 0.35
ethylene B 213 0.76 0.36
Example 36 ethylene A 7.8 91.39 0.34
ethylene B 21.6 2.32 0.36
Example 37 ethylene A 7.1 17.4 0.34
ethylene B 12.8 0.68 0.35
Example 29’ ethylene A 9.3 35.64 0.32
(Comparative) ethylene B 28.5 1.09 0.32
Comparative ethylene A 2.9 18.47 0.28
Example 5" ethylene B 11.3 0.69 0.28

It can be seen from the data of the examples and compara-
tive example in Table 13 that, when the silane compounds are
used in the preparation of catalyst, the particle shape of the
obtained catalysts and polymers is good, the particle size
distribution is narrow, the block density (BD) of polymeric
resin is high, and the catalyst comprehensive performance is
good.

The invention claimed is:

1. A catalyst component for olefin polymerization, com-
prising the reaction product of at least one organo-magnesium
compound, at least one titanium-containing compound, at
least one hydroxyl group-containing compound, at least one
chlorine-containing organic compound, and at least one
polybutadiene block copolymer,
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wherein said organo-magnesium compound is as shown in
Formula () MgR!, Cl,_,, wherein R! is a C,-C,,, hydro-
carbyl group, and can be saturated or unsaturated
straight chain, branched chain, or cyclo-chain, and
0<n=2;
wherein said titanium-containing compound is as shown in
Formula (II) Ti(OR?),Cl, . wherein R? is C,-C,,
hydrocarbyl group, and can be a saturated or unsaturated
straight chain, branched chain, or cyclo-chain, and
Osms=4; and

wherein said hydroxyl group-containing compound is as
shown in Formula (IIT) HOR?, wherein R? is a C,-C,,
hydrocarbyl group, and can be a saturated or unsaturated
straight chain, branched chain, or cyclo-chain.

2. The catalyst component according to claim 1, wherein
said polybutadiene block copolymer is a polystyrene-block-
polybutadiene copolymer or a polybutadiene-block-polyeth-
ylene oxide copolymer, and comprises a diblock copolymer,
a triblock copolymer, and/or the derivative thereof, in which
the block type can be optionally a linear type, a type compris-
ing branched chain, or a star type, and the content of polyb-
utadiene in said polybutadiene block copolymers ranges from
3 wt % to 97 wt %.

3. The catalyst component according to claim 1, wherein
said organic chlorine-containing compound is a chlorine-
containing organo-boron compound as shown in Formula
(V) BR* Cl,_,, wherein R* is C,-C,, alkyl or alkoxy group
and O=p<3.

4. The catalyst component according to claim 1, wherein
said chlorine-containing organic compound is a chlorine-
containing organo-phosphorus compound, which is PCl; or
the compound as shown in Formula (V) O_PR> O P
wherein R® is C,-C,, alkyl or alkoxy group, 0=q<3, and d is 0
orl.

5. The catalyst component according to claim 1, wherein
said chlorine-containing organic compound is a chlorine-
containing organo-silicone compound as shown in Formula
(VI) SiR®,Cl,_,, wherein RS is C,-C,, alkyl or alkoxy group,
and O=e<4.

6. The catalyst component according to claim 1, wherein
said chlorine-containing organic compound is a chlorine-
containing organo-aluminum compound as shown in For-
mula (VI) A1R7fCl3 _» Wherein R’ is C,-C,, hydrocarbyl
group, and 0.5=f=<2.5.

7. The catalyst component according to claim 1, wherein an
acyl chloride compound is involved in the reaction to form the
catalyst component, said acyl chloride compound being as
shown in Formula (VIII) R®%COCI, wherein R® is C,-C,,
hydrocarbyl group, and can be saturated or unsaturated
straight chain, branched chain, or cyclo-chain.

8. The catalyst component according to claim 1, wherein a
silane compound is involved in the reaction to form the cata-
lyst component, said silane compound being as shown in
Formula (IX) Si(ORg)gC14_g, wherein R® is C,-C,, hydrocar-
byl group, and can be saturated or unsaturated straight chain,
branched chain, or cyclo-chain, and O<g=4.

9. The catalyst component according to claim 1, wherein in
said organic magnesium compound as shown in Formula (),
R'is C,-C,, alkyl group.

10. The catalyst component according to claim 1, wherein
in said titanium-containing compound as shown in Formula
(II), m is 4 or 0.

11. The catalyst component according to claim 1, wherein
said hydroxyl group-containing compound is selected from at
least one of n-butanol, n-hexanol, isooctanol, benzyl alcohol,
and phenyl ethanol.

3-p?
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12. A preparation method for said catalyst component
according to claim 1, comprising the following steps:

step a) reacting the organic magnesium compound with the

hydroxyl group-containing compound to obtain a trans-
parent solution;

step b) dispersing the polybutadiene block copolymer in a

C,-C,, alkane or aromatic solvent to form a solution,
which is then reacted with the transparent solution
obtained in step a) to obtain a mixture; and

step ¢) adding the chlorine-containing organic compound

and titanium-containing compound into the mixture
obtained in step b) in sequence to obtain said catalyst
component.

13. A preparation method for said catalyst component
according to claim 7, comprising the following steps:

step a) reacting the organo-magnesium compound with the

hydroxyl group-containing compound to obtain a trans-
parent solution;
step b) dispersing the polybutadiene block copolymer in a
C,-C,, alkane or aromatic solvent to form a solution,
which is then reacted with said acyl chloride compound
and the transparent solution obtained in step a) to obtain
a mixture;

step ¢) adding the chlorine-containing organic compound
and titanium-containing compound into the mixture
obtained in step b) in sequence to obtain said catalyst
component.

14. A preparation method for said catalyst component
according to claim 8, comprising the following steps:

step a) reacting the organo-magnesium compound with the

hydroxyl group-containing compound to obtain a trans-
parent solution;

step b) dispersing the polybutadiene block copolymer in a

C,-C,, alkane or aromatic solvent to form a solution,
which is then reacted with said silane compound and the
transparent solution obtained in step a) to obtain a mix-
ture;

step ¢) adding the chlorine-containing organic compound

and titanium-containing compound into the mixture
obtained in step b) in sequence to obtain said catalyst
component.

15. The preparation method according to claim 12, wherein
calculated based on per mol of the organo-magnesium com-
pound, the amount of said titanium-containing compound
ranges from 0.01 mol to 10 mol, the amount of said hydroxyl
group-containing compound ranges from 0.1 mol to 20 mol,
the amount of said chlorine-containing organic compound
ranges from 0.1 mol to 50 mol, and the content of said polyb-
utadiene block copolymer in the reaction system is controlled
within a range from 0.001 g/L. to 100 g/L.

16. The preparation method according to claim 13, wherein
calculated based on per mol of the organo-magnesium com-
pound, the amount of said titanium-containing compound
ranges from 0.01 mol to 10 mol, the amount of said hydroxyl
group-containing compound ranges from 0.1 mol to 20 mol,
the amount of said chlorine-containing organic compound
ranges from 0.1 mol to 50 mol, the amount of said acyl
chloride compound ranges from 0.001 mol to 20 mol, and the
content of said polybutadiene block copolymer in the reaction
system is controlled within a range from 0.001 g/L. to 100 g/L..

17. The preparation method according to claim 14, wherein
calculated based on per mol of the organo-magnesium com-
pound, the amount of said titanium-containing compound
ranges from 0.01 mol to 10 mol, the amount of said hydroxyl
group-containing compound ranges from 0.1 mol to 20 mol,
the amount of said chlorine-containing organic compound
ranges from 0.1 mol to 50 mol, the amount of said silane
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compound ranges from 0.001 mol to 20 mol, and the content
of'said polybutadiene block copolymer in the reaction system
is controlled within a range from 0.001 g/I. to 100 g/L..

18. A catalyst for olefin homopolymerization or copoly-
merization comprising the reaction products of the following
components,

(a) said catalyst component for olefin polymerization

according to claim 1; and

(b) at least one of the organo-aluminum compounds as

shown in Formula AIR";, wherein R";, which may be
identical to or different from each other, can be C;-Cq
alkyl groups, and one or two of which can be substituted
by chlorine.

19. A method for olefin homopolymerization or copoly-
merization, comprising adding the catalyst according to
claim 18 into an olefin homopolymerization or copolymer-
ization reaction, wherein said olefin is ethylene, propylene,
butylene, hexane, or octane.

20. The catalyst component according to claim 2, wherein
the content of polybutadiene in said polybutadiene block
copolymers ranges from 10 wt % to 90 wt %.

21. The catalyst component according to claim 3, wherein
said chlorine-containing organo-boron compound is selected
from at least one of dichloro-methyl boron, dichloro-ethyl
boron, dichloro-butyl boron, dichloro-methoxy boron,
dichloro-ethoxy boron, boron trichloride, and dichloro-bu-
toxy boron.

22. The catalyst component according to claim 4, wherein
said chlorine-containing organo-phosphorus compound is
selected from at least one of dichloro-methyl phosphorus,
dichloro-ethyl phosphorus, dichloro-butyl phosphorus, phos-
phorus trichloride, phosphorus pentachloride, phosphorus
oxychloride, methyl dichlorophosphate, ethyl dichlorophos-
phate, and butyl dichlorophosphate.

23. The catalyst component according to claim 5, wherein
said chlorine-containing organo-silicone compound is
selected from at least one of trichloro-phenyl silane,
trichloro-methyl silane, trichloro-ethyl silane, trichloro-octyl
silane, trichloro-methoxy silane, trichloro-ethoxy silane,
trichloro-butoxy silane, dichloro-dimethoxy silane, dichloro-
diethoxy silane, and silicon tetrachloride.

24. The catalyst component according to claim 6, wherein
R7 is a C,-Cy straight chain or branched chain hydrocarbyl
group.

25. The catalyst component according to claim 24, wherein
said chlorine-containing organo-aluminum compound is
selected from at least one of dichloro-ethyl aluminum, ses-
quiethyl aluminum chloride, diethyl aluminum chloride, and
dichloro-isobutyl aluminum.

26. The catalyst component according to claim 7, wherein
said acyl chloride compound is selected from at least one of
formyl chloride, acetyl chloride, propionyl chloride, butyryl
chloride, benzoyl chloride, phenylacetyl chloride, phenylpro-
pionyl chloride, and phenylbutyryl chloride.

27. The catalyst component according to claim 8, wherein
said silane compound is selected from at least one of chloro-
trimethoxy silane, chloro-triethoxy silane, chloro-tributoxy
silane, dichloro-dimethoxy silane, dichloro-diethoxy silane,
dichloro-dibutoxy silane, tetraethyl orthosilicate, and tet-
rabuty] orthosilicate.

28. The catalyst component according to claim 9, wherein
said organo-magnesium compound is selected from at least
one of dibutyl magnesium, diisobutyl magnesium, dioctyl
magnesium, butyl octyl magnesium, ethyl magnesium chlo-
ride, and butyl magnesium chloride.
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29. The catalyst component according to claim 10, wherein
said titanium-containing compound is selected from at least
one of titanium tetrachloride, tetraethyl titanate, and tetrabu-
tyl titanate.

30. The preparation method according to claim 15, wherein
calculated based on per mol of the organo-magnesium com-
pound, the amount of said titanium-containing compound
ranges from 0.05 mol to 5 mol, the amount of said hydroxyl
group-containing compound ranges from 0.2 mol to 10 mol,
the amount of said chlorine-containing organic compound
ranges from 0.5 mol to 20 mol, and the content of said polyb-
utadiene block copolymer in the reaction system is controlled
within a range from 0.01 g/L to 50 g/L..

31. The preparation method according to claim 16, wherein
calculated based on per mol of the organo-magnesium com-
pound, the amount of said titanium-containing compound
ranges from 0.05 mol to 5 mol, the amount of said hydroxyl
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group-containing compound ranges from 0.2 mol to 10 mol,
the amount of said chlorine-containing organic compound
ranges from 0.5 mol to 20 mol, the amount of said acyl
chloride compound ranges from 0.01 mol to 10 mol, and the
content of said polybutadiene block copolymer in the reaction
system is controlled within a range from 0.01 g/L to 50 g/L..
32. The preparation method according to claim 17, wherein
calculated based on per mol of the organo-magnesium com-
pound, the amount of said titanium-containing compound
ranges from 0.05 mol to 5 mol, the amount of said hydroxyl
group-containing compound ranges from 0.2 mol to 10 mol,
the amount of said chlorine-containing organic compound
ranges from 0.5 mol to 20 mol, the amount of said silane
compound ranges from 0.01 mol to 10 mol, and the content of
said polybutadiene block copolymer in the reaction system is
controlled within a range from 0.01 g/L. to 50 g/L..

#* #* #* #* #*
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